HEIGHT "H"

#4 Horizontal Bar
continuous below top block
{use bond beam block and

4+————  grout top and bond beam—

A 4

A

/ FINISH GRADE

/

m'l.

courses) PROP.
LINE
SEE TABLE "A"
SEE TABLE "B"
6" OR 8" BLOCK >

1-#4 BAR CONTINUOUS

2-#4 BARS CONTINUQUS

*
Z(=N~ (REVERSE DIRECTION

WIDTH "wW"

Y SEE TABLE 'A’

SECTION VIEW

)

HEIGHT v

\

||||—III—||II—'|[ —

P

il

I

10"

WIDTH IIWII

PLAN VIEW
INSPECTIONS REQUIRED:

3" =l[i[=I
EVERY OTHER BEND) CLEAR
WIDTH IIWII ‘
SEE TABLE ‘8"
- SECTION VIEW
: Arrmms
. J
I et
FILL CELLS SOLID WITH | £ )
GROUT WHERE STEEL OCCURS i ot
| 1 :
6" OR 8" BLOCK : > D
| .
| &)
ALL I =
FOOTINGS = ALY
SHALL BE
A | wromHewe |
MINIMUM ! '
5 TO PLAN VIEW

1) Foundation: Excavation, trench clean with steel in place and supported 3" above and away from the

surrounding the earth/dirt.

2) Steel/Pregrout; Bond beam and vertical steel inspection prior to placing grout.
3) Final: After grout is place, prior to any decorative cap placement.
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